STRIP-TILL
PREVENT LOSSES
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NO CABLES OR CONNECTORS
FROM MONITOR TO THE SENSORS

Visum Wireless Sensor Line by
J.Assy Agricultural, provides you
“Peace of Mind” knowing that fertilizer
is flowing to each row.

No optical eye or sensor to wear out.
It is dependable and has a track record
of long life.
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100% Wireless Flow
Monitoring for STRIP-TILL

Detect failures and
prevent losses.

WIRELESS SENSOR LINE

Exclusive Technology in Wireless
Flow Monitoring for Fertilizer.
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Communicates that fertilizer is
getting to each and every row
where it is needed for the crop.

Don't risk yield loss resulting from
plugged meters or fertilizer lines.

Completely wireless technology

Rainproof, dust and dirt proof

No maintenance required

Fast and easy to install

Wireless,

maintenance free, - .
no modifications Unique patent pending technology

needed to existing ~ Can be used on any brand of strip-till

equipment. row units with dry fertilizer air delivery systems

No modifications required to existing equipment

INSTALL THE SENSORS KEEP TRACK THROUGH
QUICKLY AND CONVENIENTLY THE VISUM MONITOR

FERTILIZER MONITOR

e |nnovation: no wires, ¢ On the go tracking

no battery replacement of fertilizer flow by row
e High strength and durability* e Accurate monitoring
e Wear resistant of up to 99 rows

* Two-year product warranty
for North America.

Manage risk and gain peace of mind
by installing a flow blockage sensor.

I Monitor and Sensor
¢ Assures the operator that fertilizer is getting to each
and every row where it is needed for the crop.

e Alerts operator when a row is plugged or no fertilizer
is flowing in the line.

¢ Eliminate skipped or missed fertilizer that will impact yield.

e Don'trisk yield loss resulting from plugged fertilizer lines.
¢ No costly “optical eye” or sensor to wear out.

| 100% Wireless

e Requested by farmers and growers in North America.
¢ No cables or connectors from monitor to the sensors.

e Eliminate all the issues associated with wiring harnesses,
connections, cables, connector pins, moisture, rodents
and the like.

Strip-till Fertilizer
e Can be used on any brand of strip-till row units with
dry fertilizer air delivery systems.
¢ No modifications needed (couplers at all sizes).
e Can be installed easily on new or existing machines.
¢ No wiring harnesses to route and install.

¢ No daily and annual maintenance required,
saves time for fertilizer application.

¢ We recommend you inspect and clean the couplers,
clamps and exterior of the sensors at the end of the
season with mild soap and water and sponge to
remove fertilizer dust before storing your strip-till
machine.

Scaleable: 1 to 99 rows.

Headland Maneuver Detection
Technology designed to avoid unnecessary Alarms.

Warranty

This product is warranted by J.Assy Agricultural to be
free from defects in material and workmanship for two
(2) years from date of purchase of the original purchaser.

STEP BY STEP

Easy to install
sensors.

The Monitor will beep and
show the faulty row(s),
alerting the operator to stop
and take corrective action.

Problem-free
vibrational flow
detection.

STEP 2

100%
Wireless

.)))

Operator Friendly
Monitor interface.

STEP 1

If there is a blockage or Sensors are installed
material flow stops, the sensor close to the fertilizer
will communicate directly to outlet (after the difuser).

the Monitor inside cab.

lllustrative Picture.




